W. ALLEN ASSOCIATES 


10120 Lockwood Drive, Cupertino, CA 95014 © (408) 257-9739 


| II Guidelines for the AT&T 6300 


General Information 


The Compati II card is for installing a 1.2M 5.25 inch or 1.44M 3.5 inch floppy drive. The AT&T 6300 supports 
360K 5.25 inch and 720K 3.5 inch drives already. The Compati card is a secondary caard and works in addition 
to the resident floppy controller. 


To use a 5.25 , 1.2M drive with the Compati II, the drive must be a dual speed drive. Most didvex will be dual 
speed, but will come configured for single speed. See chapter 4 in the Compati II installation guide for a list of 
dual speed drives and how to configure them for dual speed. 


Note that drives attached to this card will be installed after any hard disk drives and have letters following them. 
If you have a hard disk C, then the floppy attached to the Compati II card will be drive D. 


Installation 


Follow the instructions for installation as outlined in the Compati installation book. The following are the 
special instructions for the AT&T 6300. We assume that there is a hard drive in the system or that you would 
like the resources required for a hard drive left available. 


1. You must use DMA channel 1. This requires setting both of the DMA jumperrs to the DMA ch 

setting. The default, DMA channel 2 is used by the resident floppy controller and is not sharable MA channel 

3 is for hard disks. j 

X Either interrupt 2 or 3 must be used. We recommend the use of interrupt 3 as it is less likely to conflict with 
anything else. The default, interrupt 6, 1s used by the resident floppy controller anf interrupt 5 is used 
disks. i 
3. The default IO address for the card is in confli he resident controller and must be changed. Any of the 
alternatives should work fing We recommend that J1 and J2 be on A 


4. Add the device driver, CCDRIVER.SYS, to the config.sys file as shown in section 3.2. The following needs to 
be added to the end of that line for the card to function properly: 


IRQ3 DMA1 


This assumes that you have used the recommendations that we have made for the DMA channel and interrupt 
channel. Failure to add these to the device driver will mean that the controller will not work and may hang the 
system. 


Example line in the config.sys files (assuming 1.2M drive, J1 and J2 set to A and A and a twisted cable) 
device = ccdriver.sys / 12,3 IRQ 3 DMA 1 


The Compati II card will not work until the device driver has been added to the config.sys file and the computer 


is rebooted. 
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